
Technical Specifications

Camera

Main Features

Package content
Lens

OL-PUNIE

• Camera Olex.la.
• Installation Manual.
• Screws. Camera Features

General

Focal Length 3.7mm Pin Hole
Lens Type Fixed

Image Sensor F22
Image Resolution 1080P/960H  
Effective Pixels 2.1MP, 1920x1080
TV System PAL/NTSC
Electronic Shutter 1/25s~1/50,000s , 1/30s~1/60,000s 
Sync System Internal 

Progressive Scan 
S/N Ratio ≥50dB
Scanning System

2M Pixels 
S/N Ratio Fixed
Scanning System
Auto Iris Support NO 

Day/Night Color / B&W 
White Balance Auto
Gain Control Auto
Noise Reduction DNR
Picture Adjustment Yes

Housing  Plastic
Anti-cut Bracket NO
Dual Voltage NO 
IR Cut Filter NO
Heater NO 
Operation Temperature  -10ºC~ +50ºC cRH95% Max

70(W) x 40(H) x 119(D)mm
Power Source DC12V±10%, 250mA
Dimension 
Weight 350g

• 1/3"Aptina 3.1MP CMOS Sensor
• AHD/CVI/TVI/CVBS 4 IN 1
• 3.7mm Taper Pinhole Lens
• Indoor Use , OSD&UTC Support

OSD Support Yes

Spy cameras
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